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GE Fastrac Program Service
Dry-Type Transformers

GE Fastrac Program includes popular three-phase dry-type
 transformers of 15-500kVA.
Product numbers available include 9T83B3871 through
9T83B3877, and 9T40G0008 through 9T40G0011 on page 
8-7 of this section.
Standard cycle: 5 days
GE Fastrac Program: 1 day

For more information on these products, order publications listed
in Section 22.
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New from GE!

—All New and Updated for TP-1
—Find What You Need Faster - New page headings and table

 format make product selection easier. 

—Easy Cross Reference - Frame size listed with each model
 number.  Use frame size to cross-reference dimensions,
 enclosure parts, and accessories.

—Typical Transformer Performance Data for common models

—Expanded Lug Information
—New product offering: Guard III Harmonic Mitigating

—New product offering: K-Factor Low Noise
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Type QB, .050 kVA-3 kVA, Single-Phase

Type QMS, 5 kVA-25 kVA, Single-Phase

Type QL, 15 kVA-167 kVA, Single-Phase, TP-1 
15 kVA-225 kVA, Three-Phase, TP-1

TransforMore®, 150 kVA-1000 kVA, Three-Phase, TP-1

Types QB, QMS, QL, and TransforMore®

600 Volts and Below

Termination
Improved termination spacing and wiring compartment room
gives greater flexibility in selecting various UL listed connectors
for either copper or aluminum cable.

Product Number Selection Instructions
1. Establish phase and frequency

2. Determine the primary voltage—the voltage presently available

3. Determine the secondary voltage—the voltage needed at 
the load

4. Determine the kVA load, allowing room for expansion

5. Using the facts determined in the four steps, locate the
 transformer model in the listings on the following pages.
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Aluminum
Single-Phase TP-1

150°C Rise   NEMA 2
Input Output Wiring Approx. Net Frame Product List Price
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-66K

240 x 480 Volts 120/240 Volts 15 (+2,-4 2.7%) 23 185 E171 9T83B26702 $5703.10 
240 x 480 Volts 120/240 Volts 25 (+2,-4 2.7%) 23 185 E171 9T83B2671 $5330.00
240 x 480 Volts 120/240 Volts 37.5 (+2,-4 2.5%) 23 305 E172 9T83B2672 $6631.00 
240 x 480 Volts 120/240 Volts 50 (+2,-4 2.7%) 23 340 E173 9T83B2673 $7914.00 
240 x 480 Volts 120/240 Volts 75 (+2,-4 2.6%) 23 490 E174 9T83B2674 $10023.00 
240 x 480 Volts 120/240 Volts 100 9T83B2675 $13110.00 
240 x 480 Volts 120/240 Volts 167 9T83B2676 $21917.00

115°C Rise   NEMA 2
Input Output Wiring Approx. Net Frame Product List Price
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-66K

240 x 480 Volts 120/240 Volts 15 (+2,-4 2.7%) 23 185 E171 9T83B2670G152 $6799.85
240 x 480 Volts 120/240 Volts 25 (+2,-4 2.5%) 23 305 E172 9T83B2671G152 $7635.50
240 x 480 Volts 120/240 Volts 37.5 (+2,-4 2.5%) 23 305 E172 9T83B2672G152 $8780.83
240 x 480 Volts 120/240 Volts 50 9T83B2673G15 $8715.00
240 x 480 Volts 120/240 Volts 75 9T83B2674G15 $11020.00
240 x 480 Volts 120/240 Volts 100 9T83B2675G15 $14420.00
240 x 480 Volts 120/240 Volts 167 9T83B2676G15 $24105.00

80°C Rise   NEMA 2
Input Output Wiring Approx. Net Frame Product List Price
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-66K

240 x 480 Volts 120/240 Volts 15 (+2,-4 2.7%) 23 185 E171 9T83B2670G802 $7677.25
240 x 480 Volts 120/240 Volts 25 (+2,-4 2.5%) 23 305 E172 9T83B2671G80 $6810.00
240 x 480 Volts 120/240 Volts 37.5 (+2,-4 2.7%) 23 305 E172 9T83B2672G802 $9913.84
240 x 480 Volts 120/240 Volts 50 9T83B2673G80 $9935.00
240 x 480 Volts 120/240 Volts 75 9T83B2674G80 $12455.00
240 x 480 Volts 120/240 Volts 100 9T83B2675G80 $16240.00
240 x 480 Volts 120/240 Volts 167 9T83B2676G80 $26870.00

1See page 8-46 for wiring diagrams.
2List Price GO-67B.
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Copper
Single-Phase TP-1

150°C Rise   NEMA 2
Input Output Wiring Approx. Net Frame Product List Price 
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-66KC

240 x 480 Volts 120/240 Volts 15 (+2,-4 2.3%) 23 255 E171 9T83C25702 $8335.30 
240 x 480 Volts 120/240 Volts 25 (+2,-4 2.3%) 23 255 E171 9T83C2571 $6242.00 
240 x 480 Volts 120/240 Volts 37.5 (+2,-4 2.5%) 23 305 E172 9T83C2572 $7895.00 
240 x 480 Volts 120/240 Volts 50 (+2,-4 2.7%) 23 375 E173 9T83C2573 $9557.00 
240 x 480 Volts 120/240 Volts 75 9T83C2574 $12094.00 
240 x 480 Volts 120/240 Volts 100 9T83C2575 $16093.00 
240 x 480 Volts 120/240 Volts 167 9T83C2576 $27617.00 

115°C Rise   NEMA 2
Input Output Wiring Approx. Net Frame Product List Price 
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-66KC

240 x 480 Volts 120/240 Volts 15 (+2,-4 2.3%) 23 255 E171 9T83C2570G152 $9432.05 
240 x 480 Volts 120/240 Volts 25 (+2,-4 2.3%) 23 255 E171 9T83C2571G15 $10290.00 
240 x 480 Volts 120/240 Volts 37.5 (+2,-4 2.5%) 23 305 E172 9T83C2572G152 $12179.86 
240 x 480 Volts 120/240 Volts 50 (+2,-4 2.7%) 23 375 E173 9T83C2573G15 $10510.00 
240 x 480 Volts 120/240 Volts 75 9T83C2574G15 $19950.00 
240 x 480 Volts 120/240 Volts 100 9T83C2575G15 $17705.00 
240 x 480 Volts 120/240 Volts 167 9T83C2576G15 $30370.00 

80°C Rise   NEMA 2
Input Output Wiring Approx. Net Frame Product List Price 
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-66KC

240 x 480 Volts 120/240 Volts 15 (+2,-4 2.3%) 23 255 E171 9T83C2570G80 $10309.45 
240 x 480 Volts 120/240 Volts 25 (+2,-4 2.5%) 23 305 E172 9T83C2571G802 $11576.41 
240 x 480 Volts 120/240 Volts 37.5 (+2,-4 2.5%) 23 305 E172 9T83C2572G802 $13312.87 
240 x 480 Volts 120/240 Volts 50 9T83C2573G80 $11960.00 
240 x 480 Volts 120/240 Volts 75 9T83C2574G80 $14995.00 
240 x 480 Volts 120/240 Volts 100 9T83C2575G80 $19885.00 
240 x 480 Volts 120/240 Volts 167 9T83C2576G80 $33760.00 

1See page 8-46 for wiring diagrams.
2List Price GO-67BC.
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Aluminum
Three-Phase TP-1

Advantages
—Quiet performance
—No-weld design – an industry first
—Comprehensive factory testing assures quality
—Easy, fast installation saves time
—Clear, comprehensive documentation and labeling 

enhance safety

Key Features
—Unique core and coil design makes QL transformers among the

quietest available
—Core and coil assemblies are mounted on rubber isolation pads

to reduce noise
—Bolted coil terminations are more reliable than welded termina-

tions, and they eliminate weld failures and problems associated
with welding and weld splatter

—Single-piece front/back is easily removable for service
—Accessible mounting flanges with front/back slotted mounting

holes make installation easier
—100% factory tested for shorts and coil integrity, current and

loss, voltage, impedance and noise.
—NEMA 2 drip-proof enclosure is standard; weathershield kits are

available for conversion to NEMA 3R outdoor configuration
—Qualified to the seismic requirements of IEEE-693-1997 and

IBC-2003
—Copper or aluminum windings
—Copper ground strap
—Robust packaging with top and side protection protects against

shipping damage

Motors X X X
Incandescent Lighting X X X
Resistance Heating X X X
Motor Generators (without solid state drives) X X X
HID Lighting X
Induction Heaters X
Welders X
UPS with optional input filtering X
PLC & Solid state controls X
Multiple receptacle circuits in heath care facilities X
UPS without optional input filtering X
Production or assembly line equipment X
Schools & Classroom facilities X
Surge Supression X
Office Buildings X X X X
SCR Variable Speed Drives X X
Circuits with exclusive data processing equipment X X X X
Critical Care facilities X X X X
Hospital Operating Rooms X X X X
X-ray equipment X X X X
Computer Installations X X X X
Programmable Controllers X X X X
Instrumentation X X X X
AC or DC Variable Speed Drives X
Rectifier outputs X
Temporary Power X
Airborne contamins or dust-laden environments (indoor and outdoor) X
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Transformer Selection Guide

Applications
—Commercial
—Industrial
—Motors
—Incandescent lighting
—Resistance heating
—Motor generators (without solid state drives) 

Type QL Transformer
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Aluminum
Three-Phase TP-1

Type QL Transformer 
(Front Panel Removed)

150°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List  GO
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number Price Schedule

480 Volts 208Y/120 V 15 (+2,-4 2.6%) 12 265 EE71 9T83B3871 $3682.00 66K
480 Volts 208Y/120 V 30 (+2,-4 2.5%) 12 375 EE72 9T83B3872 $4503.00 66K
480 Volts 208Y/120 V 45 (+2,-4 2.3%) 12 430 EE73 9T83B3873 $5575.00 66K
480 Volts 208Y/120 V 50 (+2,-4 2.3%) 12 600 EE74 9T83B3864 $7414.00 67A
480 Volts 208Y/120 V 75 (+2,-4 2.5%) 12 600 EE74 9T83B3874 $7950.00 66K
480 Volts 208Y/120 V 112.5 (+2,-4 2.6%) 12 760 EE75 9T83B3875 $9998.00 66K
480 Volts 208Y/120 V 150 (+2,-4 2.6%) 12 904 EE76 9T83B3876 $12734.00 66K
480 Volts 208Y/120 V 225 (+2,-4 2.6%) 12 1585 EE77 9T83B3877 $16245.00 66K
480 Volts 208Y/120 V 300 (+2,-4 2.6%) 12 1020 FC78 9T40G0008 $26595.00 66KG
480 Volts 208Y/120 V 400 (+2,-4 1.8%) 12 1585 FC79 9T40G0089 $33966.00 66KG
480 Volts 208Y/120 V 500 (+2,-4 1.8%) 12 1585 FC79 9T40G0009 $38930.00 66KG
480 Volts 208Y/120 V 750 (+2,-4 2.5%) 12 3250 FC67 9T40G0010 $69350.00 66KG
480 Volts 208Y/120 V 1000 (+2,-4 2.5%) 12 3250 FC68 9T40G0011 $104345.00 67AG

115°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List GO
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number Price Schedule

480 Volts 208Y/120 V 15 (+2,-4 2.6%) 12 265 EE71 9T83B3871G15 $7101.00 66K
480 Volts 208Y/120 V 30 (+2,-4 2.5%) 12 375 EE72 9T83B3872G15 $7539.00 66K
480 Volts 208Y/120 V 45 (+2,-4 2.3%) 12 430 EE73 9T83B3873G15 $9776.00 66K
480 Volts 208Y/120 V 50 (+2,-4 2.5%) 12 600 EE74 9T83B3864G15 $9267.32 67A
480 Volts 208Y/120 V 75 (+2,-4 2.5%) 12 600 EE74 9T83B3874G15 $12892.00 66K
480 Volts 208Y/120 V 112.5 (+2,-4 2.6%) 12 760 EE75 9T83B3875G15 $15950.00 66K
480 Volts 208Y/120 V 150 (+2,-4 2.6%) 12 1585 EE77 9T83B3876G15 $24731.00 66K
480 Volts 208Y/120 V 225 (+2,-4 2.6%) 12 1020 FC78 9T40G0007G51 $28009.00 66KG
480 Volts 208Y/120 V 300 (+2,-4 1.8%) 12 1585 FC79 9T40G0008G51 $43481.00 66KG
480 Volts 208Y/120 V 400 (+2,-4 1.8%) 12 1585 FC79 9T40G0089G51 $61763.00 67AG
480 Volts 208Y/120 V 500 (+2,-4 2.5%) 12 3250 FC67 9T40G0009G51 $68175.00 66KG
480 Volts 208Y/120 V 750 (+2,-4 2.6%) 12 3250 FC78 9T40G0010G51 $77200.00 66KG

80°C Rise   NEMA 2
Input Output Wiring Approx. Net Frame Product List GO
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number Price Schedule

480 Volts 208Y/120 V 15 (+2,-4 2.6%) 12 265 EE71 9T83B3871G80 $7719.00 66K
480 Volts 208Y/120 V 30 (+2,-4 2.3%) 12 430 EE73 9T83B3872G80 $8194.00 66K
480 Volts 208Y/120 V 45 (+2,-4 2.4%) 12 600 EE74 9T83B3873G80 $9776.00 66K
480 Volts 208Y/120 V 75 (+2,-4 2.6%) 12 760 EE75 9T83B3874G80 $14013.00 66K
480 Volts 208Y/120 V 112.5 (+2,-4 2.4%) 12 845 FC77 9T40G0005G81 $17337.00 66KG
480 Volts 208Y/120 V 150 (+2,-4 2.4%) 12 845 FC77 9T40G0006G81 $25768.00 66KG
480 Volts 208Y/120 V 225 (+2,-4 2.6%) 12 1020 FC78 9T40G0007G81 $40968.00 66KG
480 Volts 208Y/120 V 300 (+2,-4 1.8%) 12 1585 FC79 9T40G0008G81 $47262.00 66KG
480 Volts 208Y/120 V 500 (+2,-4 2.5%) 12 3250 FC68 9T40G0009G81 $61750.00 66KG
480 Volts 208Y/120 V 750 (+2,-4 2.5%) 12 3250 FC67 9T40G0010G81 $124436.85 67AG

1See page 8-46 for wiring diagrams.
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Three-Phase TP-1

150°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List  GO
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number Price Schedule

480 Volts 208Y/120 V 15 (+2,-4 2.6%) 12 290 EE71 9T83C9871 $6175.00 66KC
480 Volts 208Y/120 V 30 (+2,-4 2.5%) 12 435 EE72 9T83C9872 $6840.00 66KC
480 Volts 208Y/120 V 45 (+2,-4 2.3%) 12 510 EE73 9T83C9873 $9785.00 66KC
480 Volts 208Y/120 V 75 (+2,-4 2.4%) 12 730 EE74 9T83C9874 $12825.00 66KC
480 Volts 208Y/120 V 112.5 (+2,-4 2.6%) 12 820 EE75 9T83C9875 $17575.00 66KC
480 Volts 208Y/120 V 150 (+2,-4 2.6%) 12 965 EE76 9T83C9876 $22420.00 67AC
480 Volts 208Y/120 V 225 (+2,-4 2.6%) 12 1700 EE77 9T83C9877 $26733.00 66KC
480 Volts 208Y/120 V 300 (+2,-4 2.6%) 12 1160 FC78 9T45G0008 $40659.00 66KGC
480 Volts 208Y/120 V 500 (+2,-4 2.0%) 12 1700 FC79 9T45G0009 $52819.00 66KGC
480 Volts 208Y/120 V 750 (+2,-4 2.5%) 12 4030 FC67 9T45G0010 $79800.00 66KGC
480 Volts 208Y/120 V 1000 (+2,-4 2.5%) 12 4030 FC68 9T45G0011 $95760.00 66KGC

115°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List GO
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number Price Schedule

480 Volts 208Y/120 V 15 (+2,-4 2.6%) 12 290 EE71 9T83C9871G15 $7640.00 66KC
480 Volts 208Y/120 V 30 (+2,-4 2.5%) 12 435 EE72 9T83C9872G15 $7866.00 66KC
480 Volts 208Y/120 V 45 (+2,-4 2.3%) 12 510 EE73 9T83C9873G15 $11253.00 66KC
480 Volts 208Y/120 V 75 (+2,-4 2.4%) 12 730 EE74 9T83C9874G15 $14750.00 66KC
480 Volts 208Y/120 V 112.5 (+2,-4 2.6%) 12 820 EE75 9T83C9875G15 $20211.00 66KC
480 Volts 208Y/120 V 150 (+2,-4 2.0%) 12 1700 EE77 9T83C9876G15 $32681.00 66KC
480 Volts 208Y/120 V 225 (+2,-4 2.6%) 12 1160 FC78 9T45G0007G51 $40203.00 66KGC
480 Volts 208Y/120 V 300 (+2,-4 2.0%) 12 1700 FC79 9T45G0008G51 $46758.00 66KGC
480 Volts 208Y/120 V 500 (+2,-4 2.0%) 12 1700 FC79 9T45G0009G51 $60742.00 66KGC
480 Volts 208Y/120 V 750 (+2,-4 2.5%) 12 4030 FC68 9T45G0010G51 $95200.00 66KGC

80°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List GO
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number Price Schedule

480 Volts 208Y/120 V 15 (+2,-4 2.5%) 12 435 EE72 9T83C9871G80 $7719.00 66KC
480 Volts 208Y/120 V 30 (+2,-4 2.3%) 12 510 EE73 9T83C9872G80 $8550.00 66KC
480 Volts 208Y/120 V 45 (+2,-4 2.4%) 12 730 EE74 9T83C9873G80 $12231.00 66KC
480 Volts 208Y/120 V 75 (+2,-4 2.6%) 12 820 EE75 9T83C9874G80 $16031.00 66KC
480 Volts 208Y/120 V 112.5 (+1,-5 7.0%) 12 820 EE75 9T83C9875G80 $34270.00 66KC
480 Volts 208Y/120 V 150 (+2,-4 2.4%) 12 976 FC77 9T45G0006G81 $28024.00 66KGC
480 Volts 208Y/120 V 225 (+2,-4 2.6%) 12 1160 FC78 9T45G0007G81 $43699.00 66KGC
480 Volts 208Y/120 V 300 (+2,-4 2.0%) 12 1700 FC79 9T45G0008G81 $50824.00 66KGC
480 Volts 208Y/120 V 500 (+2,-4 2.5%) 12 4030 FC68 9T45G0009G81 $66025.00 66KGC
480 Volts 208Y/120 V 750 (+2,-4 2.5%) 12 4030 FC68 9T45G0010G81 $147768.75 67AGC

1See page 8-46 for wiring diagrams.
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Aluminum
Three-Phase TP-1

Product Description
These type QL transformers have passed the UL K-factor testing
 program. K-factor is a UL term related to harmonics. These units
shall not exceed rated winding temperature rise at full load and
rated K-factor. Neutrals are capable of handling 200% of rated
 secondary phase current.

Full-width copper electrostatic shielding is standard on all GE 
K-factor rated transformers. Effective coupling capacitance is 
30 pf. Common mode noise attenuation averages 120 dB, and
transverse mode noise attenuation averages 30 dB.

Application
For commercial applications with significance nonlinear electron-
ic loading, use K=4 for systems with 50% connected nonlinear
electronic loads; K=13 for systems with 100% connected nonlin-
ear  electronic loads.

Higher K-factor rated units are available for unique applications.

K=4   150°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List Price 
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-67D

480 Volts Delta 208Y/120 Volts 15 (+2,-4 2.6%) 12 265 EE71 9T83B3461G03 $5922.00 
480 Volts Delta 208Y/120 Volts 30 (+2,-4 2.5%) 12 375 EE72 9T83B3462G03 $7709.00 
480 Volts Delta 208Y/120 Volts 45 (+2,-4 2.3%) 12 430 EE73 9T83B3463G03 $9601.00 
480 Volts Delta 208Y/120 Volts 75 (+2,-4 2.4%) 12 600 EE74 9T83B3464G03 $13752.00 
480 Volts Delta 208Y/120 Volts 112.5 (+2,-4 2.5%) 12 904 EE76 9T83B3465G03 $20506.00 
480 Volts Delta 208Y/120 Volts 150 (+2,-4 2.4%) 12 845 FC77 9T44G0006G03 $23848.00 
480 Volts Delta 208Y/120 Volts 225 (+2,-4 2.6%) 12 1020 FC78 9T44G0007G03 $32050.00 
480 Volts Delta 208Y/120 Volts 300 (+2,-4 1.8%) 12 1585 FC79 9T44G0008G03 $44469.00 
480 Volts Delta 208Y/120 Volts 500 (+2,-4 2.5%) 12 3250 FC68 9T44G0009G03 $69996.00 
480 Volts Delta 208Y/120 Volts 750 (+2,-4 2.5%) 12 3250 FC68 9T44G0010G03 $104994.00 

K=4   115°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List Price  
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-67D

480 Volts Delta 208Y/120 Volts 15 (+2,-4 2.5%) 12 375 EE72 9T83B3461G13 $7019.00 
480 Volts Delta 208Y/120 Volts 30 (+2,-4 2.3%) 12 430 EE73 9T83B3462G13 $9136.00 
480 Volts Delta 208Y/120 Volts 45 (+2,-4 2.4%) 12 600 EE74 9T83B3463G13 $11379.00 
480 Volts Delta 208Y/120 Volts 75 (+2,-4 2.6%) 12 760 EE75 9T83B3464G13 $16298.00 
480 Volts Delta 208Y/120 Volts 112.5 (+2,-4 2.5%) 12 904 EE76 9T83B3465G13 $23923.00 
480 Volts Delta 208Y/120 Volts 150 (+2,-4 2.4%) 12 845 FC77 9T44G0006G53 $28264.00 
480 Volts Delta 208Y/120 Volts 225 (+2,-4 2.6%) 12 1020 FC78 9T44G0007G53 $37986.00 
480 Volts Delta 208Y/120 Volts 300 (+2,-4 1.8%) 12 1585 FC79 9T44G0008G53 $52704.00 
480 Volts Delta 208Y/120 Volts 500 (+2,-4 2.5%) 12 3250 FC68 9T44G0009G53 $82958.00  

K=4   80°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List Price 
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-67D

480 Volts Delta 208Y/120 Volts 15 (+2,-4 2.5%) 12 375 EE72 9T83B3461G83 $7896.60 
480 Volts Delta 208Y/120 Volts 30 (+2,-4 2.3%) 12 430 EE73 9T83B3462G83 $10278.38 
480 Volts Delta 208Y/120 Volts 45 (+2,-4 2.4%) 12 600 EE74 9T83B3463G83 $12801.93 
480 Volts Delta 208Y/120 Volts 75 (+2,-4 2.5%) 12 904 EE76 9T83B3464G83 $19863.48 
480 Volts Delta 208Y/120 Volts 112.5 (+2,-4 2.4%) 12 845 FC77 9T44G0005G83 $24607.00 
480 Volts Delta 208Y/120 Volts 150 (+2,-4 2.4%) 12 845 FC77 9T44G0006G83 $31797.00 
480 Volts Delta 208Y/120 Volts 225 (+2,-4 2.6%) 12 1020 FC78 9T44G0007G83 $42733.76 
480 Volts Delta 208Y/120 Volts 300 (+2,-4 1.8%) 12 1585 FC79 9T44G0008G83 $59292.00 
480 Volts Delta 208Y/120 Volts 500 (+2,-4 2.5%) 12 3250 FC68 9T44G0009G83 $93328.00 

1See page 8-46 for wiring diagrams.
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K=13   150°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List Price 
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-67D

480 Volts Delta 208Y/120 Volts 15 (+2,-4 2.6%) 12 265 EE71 9T83B3471G03 $6361.00 
480 Volts Delta 208Y/120 Volts 30 (+2,-4 2.5%) 12 375 EE72 9T83B3472G03 $8280.00 
480 Volts Delta 208Y/120 Volts 45 (+2,-4 2.3%) 12 430 EE73 9T83B3473G03 $10313.00 
480 Volts Delta 208Y/120 Volts 75 (+2,-4 2.6%) 12 760 EE75 9T83B3474G03 $14770.00 
480 Volts Delta 208Y/120 Volts 112.5 (+2,-4 2.5%) 12 904 EE76 9T83B3475G03 $21873.00 
480 Volts Delta 208Y/120 Volts 150 (+2,-4 2.4%) 12 845 FC77 9T41G0006G03 $25615.00 
480 Volts Delta 208Y/120 Volts 225 (+2,-4 2.6%) 12 1020 FC78 9T41G0007G03 $34424.00 
480 Volts Delta 208Y/120 Volts 300 (+2,-4 1.8%) 12 1585 FC79 9T41G0008G03 $47763.00 
480 Volts Delta 208Y/120 Volts 500 (+2,-4 2.5%) 12 3250 FC68 9T41G0009G03 $75181.00  

K=13   115°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List Price 
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-67D

480 Volts Delta 208Y/120 Volts 15 (+2,-4 2.5%) 12 375 EE72 9T83B3471G13 $7458.00 
480 Volts Delta 208Y/120 Volts 30 (+2,-4 2.3%) 12 430 EE73 9T83B3472G13 $9707.00 
480 Volts Delta 208Y/120 Volts 45 (+2,-4 2.4%) 12 600 EE74 9T83B3473G13 $12091.00 
480 Volts Delta 208Y/120 Volts 75 (+2,-4 2.6%) 12 760 EE75 9T83B3474G13 $17317.00 
480 Volts Delta 208Y/120 Volts 112.5 (+2,-4 2.4%) 12 845 FC77 9T41G0005G53 $23240.00 
480 Volts Delta 208Y/120 Volts 150 (+2,-4 2.4%) 12 845 FC77 9T41G0006G53 $30031.00 
480 Volts Delta 208Y/120 Volts 225 (+2,-4 2.6%) 12 1020 FC78 9T41G0007G53 $40360.00 
480 Volts Delta 208Y/120 Volts 300 (+2,-4 2.5%) 12 3250 FC68 9T41G0008G53 $55998.00 

K=13   80°C Rise   NEMA 2   
Input Output Wiring Approx. Net Frame Product List Price 
Voltage Voltage kVA Taps Diagram No.1 Weight (Lbs) Size Number GO-67D

480 Volts Delta 208Y/120 Volts 15 (+2,-4 2.5%) 12 375 EE72 9T83B3471G83 $8335.30 
480 Volts Delta 208Y/120 Volts 30 (+2,-4 2.3%) 12 430 EE73 9T83B3472G83 $10849.00 
480 Volts Delta 208Y/120 Volts 45 (+2,-4 2.6%) 12 760 EE75 9T83B3473G83 $13513.00 
480 Volts Delta 208Y/120 Volts 75 (+2,-4 2.5%) 12 960 EE76 9T83B3474G83 $20882.00 
480 Volts Delta 208Y/120 Volts 112.5 (+2,-4 2.4%) 12 845 FC77 9T41G0005G83 $25974.00 
480 Volts Delta 208Y/120 Volts 150 (+2,-4 2.6%) 12 1020 FC78 9T41G0006G83 $33564.00 
480 Volts Delta 208Y/120 Volts 225 (+2,-4 1.8%) 12 1585 FC79 9T41G0007G83 $45108.00 
480 Volts Delta 208Y/120 Volts 300 (+2,-4 2.5%) 12 3250 FC68 9T41G0008G83 $62586.00  

1See page 8-46 for wiring diagrams.




