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Two numbers or one number plus one letter followed by one number are utilized to identify the degree of protection. For test
procedure, refer to IEC 529, Reference IEC 947-1 Appendix C for modification of test requirements.

IEC 529
Digit X, CEE-Symbol Test Test Reference Short Description Definition
0 None
protected against solid obiects Excludes solid objects exceeding 50mm in diameter, and protects
1 c71 reater thong 50mm ) against contact with live and moving parts by a large body
9 . surface such as a hand (but not against deliberate access).
Protected against solid objects Excludes solid objects exceeding 12.5mm in diameter, and
2L C72 greater than 12.5mm and against protects against contact with live and moving parts by
contact by standard test finger. standard finger test or similar.
r— Protected inst solid object:
rotected against solid objects A h - )
3 | : —-. C7.31 greater than 2.5mm. Excludes solid objects exceeding 2.5mm in diameter or thickness.
L —— 1 25mm
Protected against solid objects Excludes solid objects exceeding 12.5mm in diameter and
3L C7.32 greater than 12.5mm and against protects against contact with live and moving parts by a
contact by 2.5mm probe. 2.5mm diameter test probe not exceeding 100mm in length.
4 : : C7.41 Protetctedh OQTBSt solid objects Excludes solid objects exceeding 1.0mm in diameter or thickness.
[ —— 1 1mm greater than 1.0mm.
Protected against solid objects Excludes solid objects exceeding 12.5mm in diameter and
4L C7.42 greater than 12.5mm and against protects against contact with live and moving parts by a
contact by 1.0mm probe. 1.0mm diameter test probe not exceeding 100mm in length.
. O.C C.. ..'-...- .. .. .
.
.
X o o® © Prevents ingress of dust in quantities and locations that would
> 55 .: o o® €75 Dust protected. interfere with the intended operation of the equipment.
22 . 4 °
33 ....I.’. ...l ....
R 000000 %% %% 0.0
6 : C76 Dust tight. Prevents ingress of dust.
o 0 %% 0% etote % %°
IEC 529
Digit X, CEE-Symbol Test Test Reference Short Description Definition
0 None
1 ‘ I I c8.1 Protected against dripping water. Dripping water (vertical falling drops) shall have no harmful effect.
1
2 c82 Protected against dripping of Vertical dripping water shall have no harmful effect when the
: water when tilted up to 15° enclosure is tilted at any angle up to 15° from its normal position.
! Water falling at a spray angle up to 60° from the vertical shall
3 ‘ Cc83 Protected against spraying water. have no harmful effect.
4 c84 Protected against splashing Water splashed against the enclosure from any direction shall
TR ! water. have no harmful effect.
ZIRNN
. ’ Water projected by a nozzle against the enclosure from any
ces Protected against water jets. direction shall have no harmful effect.
Water from heavy seas or water projected in powerful jets shall
€86 Protected against heavy seas. not enter the enclosure in harmful quantities.
] Ingress of water in a harmful quantity shall not be possible when
cs8.7 ﬁ;?;eeig?gnogo\nst the effects of the enclosure is immersed in water under standard conditions of
) pressure and time.
Cc88 Protected against submersion. No ingress of water.

Note: The short description given in column 5 should not be used to specify the form of protection. It should only be used as a brief description.
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Part of the GE Power Controls Group, Vynckier nv. is the world's
leading manufacturer of non-metallic enclosures.

Vynckier, headquartered in Ghent, Belgium, has one of the
largest and most advanced plastic molding operations in Europe.
Vlynckier produces many of its own raw materials, such as mold-
ing compounds, bakelite and Fiberglass Reinforced Polyester
(FRP). Vynckier became the leader in FRP enclosures by being

the first to market FRP enclosures.

Vlynckier’s advanced toolmaking facility has an active research
and development staff continually creating and improving a wide
variety of products.

Vynckier is among the first enclosure companies to receive its
ISO 9001 Certification. Having a wealth of diverse experiences,
Vlynckier is a progressive company committed to excellence and
performance.

Vlynckier enclosures protect your valuable equipment from many
adverse conditions because they are manufactured from hot
compression-molded fiberglass reinforced polyester (FRP).

FRP is a complex composite material consisting of a polyester
resin base with organic fillers to facilitate flow and to obtain
special physical characteristics such as UV resistance, halogen-
free and self-extinguishing properties. Additional additives are
used to provide for proper consistency and pigmentation of the
resin base.

Glass fibers, which make up 25 percent of the overall compound,
are sandwiched between two layers of the polyester resin and
are impregnated into the resin base by an elaborate roller system.
This process produces a very uniform, high strength material.
Vlynckier utilizes the most advanced process for molding its
enclosures. Our hot compression molding process provides
better flow of material into tight corner areas than cold molding
process. This produces a stronger end product, allowing the glass
fibers to run in a single direction.

Vlynckier enclosures are lightweight, durable, watertight and non-
corroding. They are a superior alternative to metal enclosures.
Viynckier’s track record for producing these quality products
spans more than 40 years.

Our enclosures are versatile. The Vynckier product choices range
from small pushbutton enclosures to modular units able to be
coupled to meet size requirements to large freestanding cabi-
nets. All product series offer superior strength and are made from
corrosion resistant material.

Vlynckier’s 92,000 square foot Houston, Texas service center
contains inventory of all enclosure series, cabinets, pedestals
and accessories. All stock orders are shipped within 24 hours.
Our service center is also home to our UL-508 modification facility
and a complete showroom where Vynckier Enclosure Systems’
full line of FRP enclosures, cabinets and pedestals are on display.
Most modified orders ship within two weeks.

Vlynckier’s FRP enclosures are easily custom modified either by
our plants or in the field. Precision modifications such as a special
cutout or a certain diameter hole are made on CNC machinery.
Custom windows, latches, hinges or component sub-assembly
are our specialty. Even individual special orders for such items as
combination starters, disconnects, pushbutton control stations
and modular units may be configured to meet your specifications.

All Vynckier enclosures are ready for use once they leave our
facility. There are no requirements for tools for additional assembly.

When a complete solution is required, select your GE parts, and
we will put them together in an enclosed package in our UL508
modification facility.

Upon completion of your order, the enclosures are inspected

for accuracy. This quality assurance process involves measuring
for proper dimensional requirements, confirming proper modifi-
cations, fit and finish.

Whatever the conditions-washdown, rain, condensation on wind-
blown dust-Vynckier has the enclosure to fit your application.

With fiberglass reinforced polyester (FRP) enclosures from
Vlynckier, field modification is a snap.

For cost-effective corrosion control there’s no better solution
than a non-metallic enclosure from Vynckier.

—Because of machine hot compression molding

—Acid rain, salt spray or Acid

—Up to 1Pxx-11

Publications and Reference: See Section 17 for a
complete list of additional product-related publications
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Enclosures
Vynckier Non-metallic Enclosures

Halogen Free

—Self extinguishing, fire retardant
—Limits fire propagation
—Protects equipment

—No toxic gas released in fire

UV Resistant

High IP Rating

—Gasket tongue/groove arrangement
—Continuous Poured polyurethane gasket

Temperature Resistance

—Resistant to wide temperature variations without modification
of properties—
Constant: -59 deg./ F to 3-2 deg. F
Momentary: 392 deg. F

Lightweight

—Weight 1/4 of steel

—Easy to handle Installer friendly

—Easy to work (standard tools)

—Easy to install (mounting feet, lightweight)

—Easy to maintain (cleaned with petroleum distillate, scratches
removed with Vaseline)

Aesthetic

—Suitable for indoor/outdoor designs

Total Insulation

—Provides protection against indirect electrical contact

Economical

—Less costly than stainless steel
—Savings on modifications, installation, maintenance and
shipping costs

Condensation Limiting

—Polyester enclosures ease temperature variation of outside
environment
—FDA approved

Section 13
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Enclosures
APO SERIES

Features

—APO sizes range consists of nine sizes from 7" 3 6” to 24" 3 24"
with varying depths. All APO enclosures have the capability
to be horizontally or vertically coupled by means of gasketed
coupling collars.

—All bases are gray (RAL 7036) and are hot compression molded
with fiberglass - reinforced polyester. Brass M4 threaded inserts
are factory installed for attachment of mounting plates.

—Covers are made of either clear polycarbonate or opaque
gray (RAL 7036) hot compression molded fiberglass reinforced
polyester.

—APO enclosures meet Ingress Protection standard IP67-11 and
IP67-9, respectively (NBN C20-001 annex A).

—Large APO enclosures are maintenance free and corrosion
resistant.

—Four to six bosses suitable for M6 threaded inserts are provided
in each base.

—APO enclosures are suitable for wall or pole mounting.

—These enclosures may easily be modified with conventional
tools such as a drill, milling equipment, saw, or a punch.

—Vynckier's APO enclosures are capable of withstanding
continuous temperatures up to 302 deg. F (150 deg. C).

—Clear polycarbonate covers are able to resist temperatures
of up to 248 deg. F (120 deg. C).

—APO enclosures provide protection for equipment and
operators from indirect electrical contact.

—APO enclosures are UL listed per UL Standard 508 and CSA
Certified per Standard C22.2-0, 0.4, 0.7, 0.6, 94 Type 3, 3R, 4,
4X, 12 and 13.

Applications

Designed for use as insulated electrical junction boxes, terminal
wiring boxes, instrument housing, and electrical control enclosures
in highly corrosive environments. Ideal for use in most petro-
chemical plants, sewage plants, electroplating plants, and etc
that may be subject to occasional submersion. Clear polycarbon-
ate cover provides easy visual inspection of interior components.

Section 13

Standards Static Load

—IEC 439-1 —Nonmetallic feet: These mounting feet have been successfully
—IEC 529- Rated IP67-11 tested with loads up to 330 Ibs.

—EN 60439-1 —Stainless steel feet: These mounting feet have been successfully
—EN 60529 tested with loads up to 330 Ibs.

—CSA Certified per C22.2 No. 94

Approvals

—UL 508 NEMA 3, 3R, 4, 4X, 12 and 13
—CSA

—AS Australian Standards 3131-1991
—EExell, NIEB 88B.102.698 U
—LLOYD'S Register of Shipping
—BASEEFA

—Direct corner mounting: Loads up to 660 Ibs. have been
successfully tested.

These are tested loads and are below the product limitations.

However, for high load applications, direct corner mounting is

recommended.

For information on Ordering, Pricing, Availability and
Technical Support contact Vynckier Enclosure Systems
at 1-888-837-1114 (Toll Free) or fax 1-800-444-1261

Publications and Reference: See Section 17 for a
complete list of additional product-related publications
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Enclosures
VJ SERIES

Features

—The VJ Series is designed in accordance with the Joint Industrial
Council (JIC)-USA

—The VJ range consists of seven box sizes in several versions:
—with screw cover
—with stainless steel piano hinge
—with non-metallic hinges
—with standard or padlockable latch

—The bases and covers are made of gray (RAL 7036), hot
molded, fiberglass reinforced polyester, dyed in mass. They
come complete with UL/CASE-label and 4 threaded inserts for
a mounting plate.

—Cover screw holes in corners are outside of gasketed area.

—Continuous gaskets made of polyurethane foam guarantee
optimal integrity.

—All mounting hardware is made of stainless steel.

—The enclosure can be readily worked with conventional tools,
such as drills, mills, saws, punches, etc....

—Versatile service conditions: polyester enclosures can withstand
continuous temperatures up to -58 deg. F to +302 deg. F (-50
deg. C to 150 deg. C) and momentary temperatures to +392
deg. F (200 deg. C)

—The VJ enclosures without latches provide optimum security to
both operators and equipment because they feature double
insulation and protection degree IP66-11 according to IEC 529.

—VJ enclosures are maintenance free and corrosion resistant.

—\VJ enclosures are UL listed, as per UL Standard 508 type 3, 3R, 4,
4X, 12 and 13. They are also CSA approved as per C22.2 NO. 94.

Application

Designed for use as electrical junction boxes in highly corrosive
environments including oil refineries and chemical processing
plants, waste water treatment and marine installations, electro-
plating plants, agricultural environments and food or animal
processing plants. These enclosures are also suitable as instrument
housings in both indoor and outdoor applications. Window enclo-
sure provides easy visual inspection of interior components.

Standards

—IEC 439-1

—IEC 529—Rated IP66-11

—EN 50298

—CSA Certified per C22.2 No. 94

For information on Ordering, Pricing, Availability and
Technical Support contact Vynckier Enclosure Systems
at 1-888-837-1114 (Toll Free) or fax 1-800-444-1261
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