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Manufactured to meet the requirement s of ANSI/IEEE C57.13.

Classified by U.L. in accordance with IEC 44-1

REGULA T OR Y AGENCY APPROV ALS

Current  TransformerCurrent  Transformer

Model 145

W indow Diamet er 6.00”

APPLICA TION:

Relaying and met ering.

FREQUEN C Y:

50-400 Hz.

INSUL A TION LE VEL:

600 V olts, 10 kV BIL f ull w av e.

Terminals are brass screws No . 10-32 with one

flatw asher and lock w asher. 

Order mounting brack et k it 0221B00775

separat ely.

Multi-ratios av ailable on request .

Appro ximat e w eight 83 lbs.

CA T AL OG

NUMBER

CURRENT

RA TIO

REL A Y

CL ASS

ANSI ME TERING CL ASS A T 60HZ

SEC OND AR Y

WINDING

RESIST ANCE

(OHMS @ 75
o

C )

C ONTINUOUS

THERMAL 

RA TING F A CT OR

BO .1 BO .2 BO .5 BO .9 B1.8 @ 30
o

C @ 55
o

C

145—500 50:5 C20 1.2 4.8 — — — 0.030 2.0 2.0

145—750 75:5 C20 1.2 2.4 4.8 4.8 — 0.045 2.0 2.0

145—101 100:5 * C50 0.6 1.2 2.4 4.8 4.8 0.061 2.0 2.0

145—151 150:5 * C50 0.6 0.6 1.2 2.4 2.4 0.091 2.0 2.0

145—201 200:5 * C100 0.3 0.6 0.6 1.2 2.4 0.121 2.0 2.0

145—251 250:5 * C100 0.3 0.3 0.6 0.6 1.2 0.152 2.0 2.0

145—301 300:5 * C100 0.3 0.3  0.3 0.6 1.2 0.288 2.0 2.0

145—401 400:5 * C200 0.3 0.3 0.3 0.6 0.6 0.384 2.0 2.0

145—501 500:5 * C200 0.3 0.3 0.3 0.3 0.3 0.480 2.0 1.5

145—601 600:5 * C200 0.3 0.3 0.3 0.3 0.3 0.576 2.0 1.5

145—751 750:5 * C400 0.3 0.3 0.3 0.3 0.3 0.720 2.0 1.5

145—801 800:5 * C400 0.3 0.3 0.3 0.3 0.3 0.768 2.0 1.5

145—102 1000:5 * C400 0.3 0.3 0.3 0.3 0.3 0.960 1.5 1.33

145—122 1200:5 * C400 0.3 0.3 0.3 0.3 0.3 1.153 1.5 1.0

145—152 1500:5 * C800 0.3 0.3 0.3 0.3 0.3 1.441 1.5 1.0

145—162 1600:5 * C800 0.3 0.3 0.3 0.3 0.3 1.537 1.33 1.0

145—202 2000:5 * C800 0.3 0.3  0.3  0.3  0.3 1.829 1.33 1.0

145—252 2500:5 * C400 0.3 0.3 0.3 0.3 0.3 2.286 1.0 0.8

145—302 3000:5 * C800 0.3 0.3 0.3 0.3 0.3 2.743 1.0 0.8

145—322 3200:5 * C800 0.3 0.3 0.3 0.3 0.3 2.926 1.0 0.8

145—352 3500:5 * C800 0.3 0.3 0.3 0.3 0.3 3.040 1.0 0.8

145—402 4000:5 * C800 0.3 0.3 0.3 0.3 0.3 3.474 1.0 0.6

145—502 5000:5 * C800 0.3 0.3 0.3 0.3 0.3 4.342 0.8 0.6

145—602 6000:5 * C800 0.3 0.3 0.3 0.3 0.3 5.211 0.8 0.6
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USA , Canada, Asia, Latin America

Tel: +1-800-547-8629

F ax: +1-905-201-2455

e-mail: sales.multil in@ge. com

Europe, Middle East , Africa

Tel: +34-94-485-88-00

F ax: +34-94-485-88-45

e-mail: gemultil in. euro@ge. com

Please refer t o our w ebsit e www .GEMultil in. com for more detailed contact informationSection 2


