
CA T AL OG

NUMBER

CURRENT

RA TIO

A C CURA CY

A T 60 Hz

BURDEN

V A at 60 Hz

76**—201 200:5 + 1% 5.0

76**—251 250:5 + 1% 5.0

76**—301 300:5 + 1% 6.0

76**—401 400:5 + 1% 10.0

76**—501 500:5 + 1% 10.0

76**—601 600:5 + 1% 10.0

76**—751 750:5 + 1% 10.0

76**—801 800:5 + 1% 12.5

76**—102 1000:5 + 1% 10.0

76**—122 1200:5 + 1% 10.0

76**—152 1500:5 + 1% 12.5

76**—162 1600:5 + 1% 12.5

76**—202 2000:5 + 1% 15.0

**Not e: When ordering, pref ix Cat No . with model designation required i. e. 76RL—201, 76RBL—251, etc.

Models 76RB T and 76RL Shown
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Current  TransformerCurrent  Transformer

Model 76

W indow Diamet er 3.00”

APPLICA TION:

W ith ammet ers, w attmet ers, and cross current

compensation.

FREQUEN C Y:

50-400 Hz.

INSUL A TION LE VEL:

600 V olts, 10 kV BIL f ull w av e.

Flexible leads are UL 1015,  105
o

C., CS A approv ed. 

#16 A W G, 24” long.

Non-standard length t o be specif ied.

Terminals are brass studs No . 8-32 with one 

flatw asher , lock w asher and regular nut .

SF T case styles also av ailable as SFL with leads.

Appro ximat e w eight 1.5 lbs.



Model 76Model  76
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Model 76R T
Model 76SF T

Model 76RB T

Model 76RL Model 76RBL
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USA , Canada, Asia, Latin America

Tel: +1-800-547-8629

F ax: +1-905-201-2455

e-mail: sales.multil in@ge. com

Europe, Middle East , Africa

Tel: +34-94-485-88-00

F ax: +34-94-485-88-45

e-mail: gemultil in. euro@ge. com

Please refer t o our w ebsit e www .GEMultil in. com for more detailed contact informationSection 1


